
PULSE CAPACITOR KFMP-011 

Application: 
KFMP - 011 is non- inductively wound and encapsulated in aluminium can with epoxy 
resin. KFMP - 011 capacitor is intended for the protection of semiconductor diodes 
and thyristors in various service conditions. lt offers low inductance, self - healing 
properties, reliable conduct and small dimensions. 

Technical data: 
Capacitance tolerance 
Rated current 
Dissipation factor ( tg8 ) at 1 kHz 
Electric strength of insulation: 
- between terminals

±10% 
::;;10A 
::;;12x1f

f3 

1,5 Ui10 s 
- between interconnected terminals and casing 2500 V /50 Hz/60 s 

�104 M.O lnsulation resistance
Permissible pulse load du/ dt
Climatic category
Casing: Alwith M8 mounting screw.
Termination: soldering terminals.

Rated 
capacitance 

µF 
0, 2 2
0,33 
0,47 
0,68 
1,8 

3 ,3 

Rated Maximum 

voltage freguency 

UJU„ f__-

VDCNAC Hz 

1600/850 900 

50 Hz 600 
600 
500 

850/500 600 

50 Hz 400 

I I 
I 

I 
I 

I 
I 

I 

Rated 
power Lmax 

Q„ 
kVar mm 

05 78 

05 78 

08 107 

09 78 

09 78 

1,5 107 

600 V/µs 
-40°C + +85°C

Dimensions 
Dmax A 

mm mm 
35,5 12 ,5 

45,5 

I 
I 

·---r--·--·--·--·--·--· 
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I 
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I 
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L __________________ J 

Lmax A±1 

Ltd 
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Weight 

g 
78 

88 
124 
157 
17 2 
285 



PULSE CAPACITOR KFMP-011/A 

Application: 

Capacitor is designed for protection of semiconductor diodes and thyristors in various 

service conditions. lt charakterizes low inductance, self-healing properties and reliable 

conduct. 

Technical data: 
Rated capacitance 
Capacitance tolerance 
Dissipation factor at f=1 kHz 
Rated voltage U

N

Rated current IN 
Electric strength of insulation: 

- between terminals

0,3µF 
±10% 

ś12x10-
4 

4000V 50/60 Hz 

ś10A 

1,25 Us/10 s 
- between interconnected terminals and casing (screw MB) 9000 V /50 Hz/60 s 

�10
4 

Mn lnsulation resistance 
Permissible pulse load du/dt 
Climatic category 
Casing - palstic with MB mounting screw 

300 V/µs 
-40°C + +B5°C

Terminations - wire in a doubly silicone insulation - 1 mm
2 

lub 2,5 mm
2 

Dimensions according to drawing 
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max 125 
, 

Ltd 

200 ±10 I� 
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PULSE CAPACITOR KFMP-011/A 

Application: 

Capacitor is designed for protection of semiconductor diodes and thyristors in various 

service conditions. lt charakterizes low inductance, self-healing properties and reliable 

conduct. 

Technical data: 
Rated capacitance 
Capacitance tolerance 
Dissipation factor at f=1 kHz 
Rated voltage U

N

Rated current IN 
Electric streength of insulation: 

- between terminals

0,47µF 
±10% 
ś12x10-

4 

3600V 50/60Hz 

ś10A 

1,25 Us/10 s 
- between interconnected terminals and casing (screw MB) 15000 V /50 Hz/60 s 

�10
4 

Mn lnsulation resistance 
Permissible pulse load du/dt 
Climatic category 
Casing: plastic with MB mounting screw. 

200 V/µs 
-40°C + +B5°C

Terminations: wire in a doubly silicone insulation 2,5 mm
2 

Dimensions: according to drawing 
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PULSE CAPACITOR KFMP-011/B 

Application: 

Capacitor is designed for protection of semiconductor diodes and thyristors in various 

service conditions. lt charakterizes low inductance, self-healing properties and reliable 

conduct. 

Technical data: 
Rated capacitance 
Capacitance tolerance 
Dissipation factor at f=1 kHz 
Rated voltage U

N 

Rated current IN 

0,33µF 
±10% 
ś12x10

4 

2500V 50/60 Hz 
ś10A 

Electric streength of insulation between terminals 1,25 Us/10 s 

�10
4 

Mn lnsulation resistance 
Permissible pulse load du/dt 
Climatic category 
Dimensions: 

300 V/µs 
-40°C + +85°C
according to drawing 

Casing: Altin-plated galvanized with M12 mounting screw. 
Terminations: wire in a doubly silicone insulation 2,5 mm

2

Capacitor terminations on casing -1 
wire -2 

lmpregnant: electric-insulating polyurethane resin, flame retardant grade V0 NON PCB. 

Norm IEC-60721-2-1 "Environmental conditions appearing in nature - Temperature and 
humidity". 
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PULSE CAPACITOR KFMP-011/B 

Application: 

Capacitor is designed for protection of semiconductor diodes and thyristors in various 

service conditions. lt charakterizes low inductance, self-healing properties and reliable 

conduct. 

Technical data: 
Rated capacitance 
Capacitance tolerance 
Dissipation factor at f=1 kHz 
Rated voltage U

N 

Rated current IN 

Electric streength of insulation between terminals 

lnsulation resistance 
Permissible pulse load du/dt 
Climatic category 
Dimensions: 
Casing: Altin-plated galvanized with M12 mounting screw. 
Terminations: wire in a doubly silicone insulation 2,5 mm

2 

Capacitor terminations on casing -1 
wire -2 

0,47µF 
±10% 

:S:12x10
4 

2400V 50/60 Hz 
:s:15 A 
1,25 Us/10 s 

�10
4 

Mn 
300 V/µs 
-40°C + +85°C
according to drawing 

lmpregnant: electric-insulating polyurethane resin, flame retardant grade V0 NON PCB. 

Norm IEC-60721-2-1 "Environmental conditions appearing in nature - Temperature and 
humidity". 
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PULSE CAPACITOR KFMP-011/B 

Application: 

Capacitor is designed for protection of semiconductor diodes and thyristors in various 

service conditions. lt charakterizes low inductance, self-healing properties and reliable 

conduct. 

Technical data: 
Rated capacitance 
Capacitance tolerance 
Dissipation factor at f=1 kHz 
Rated voltage U

N 

Rated current IN 

0,68µF 
±10% 
:S:12x10

4 

2200V 50/60 Hz 
:s:18 A 

Electric streength of insulation between terminals 

lnsulation resistance 

1,25 Us/10 s 

�10
4 

Mn 
Permissible pulse load du/dt 
Climatic category 

300 V/µs 
-40°C + +85°C

Dimensions: according to drawing 
Casing: Altin-plated galvanized with M12 mounting screw. 
Terminations: wire in a doubly silicone insulation 2,5 mm

2

Capacitor terminations on casing -1 
wire -2 

lmpregnant: electric-insulating polyurethane resin, flame retardant grade V0 NON PCB. 

Norm IEC-60721-2-1 "Environmental conditions appearing in nature - Temperature and 
humidity". 
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PULSE CAPACITOR KFMP-011/C 

Application: 

Capacitor is designed for protection of semiconductor diodes and thyristors in various 

service conditions. lt charakterizes low inductance, self-healing properties and reliable 

conduct. 

Technical data: 
Rated capacitance 
Capacitance tolerance 
Dissipation factor at f=1 kHz 
Rated voltage U

N

0,7µF 
±10% 

:S:12x10
4 

Electric streength of insulation between terminals 
lnsulation resistance 

6000 V 50/60 Hz 

1,25 Us/10 s 

�10
4 

Mn 
Permissible pulse load du/dt 
Climatic category 
Dimensions: 

500 V/µs 
-40°C + +85°C
according to drawing

Casing: glass-epoxy tube with M12 mounting screw 
Terminations: wire in a doubly silicone insulation 2,5 mm

2

lmpregnant: electric-insulating polyurethane resin, flame retardant grade V0 NON PCB 

Norm IEC-60721-2-1 "Environmental conditions appearing in nature - Temperature and 
humidity". 
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PULSE CAPACITOR 

Application: 

Capacitor is designed for protection of semiconductor 

diodes and thyristors in various service conditions. 

lt charakterizes low inductance,self-healing properties, 

reliable conduct. lt is intended applications of the 

d.c/ a.c voltage for suppress and filtering.

Construction: 

fuse 

dielectric 

impregnant 

casing 

terminations 

Technical data: 

Rated capacitance 

Capacitance tolerance 

Rated voltage 

Max current Imax 

Dissipation factor (tg 8) 

Climatic category 

Electric strength: 

- between terminals U
n

- between interconnected terminals and case U
Tc

lnsulation resistance

Weight:

Ltd 

KFMP-015 

self-healing 

polypropylen 

NON PCB and chlorides 

AL 

M6 ... M8 

1,5 µF 

±5% 
2000 VAC 

80A 

2 x10-
4 

25/085/56 

1,5 UN (DC)/ 1 Os 

2 UN/ 50 Hz/ 10 s 

2 10
5 

MO 

0,90 kg 
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PULSE CAPACITOR 

o 
N 

o 
C'") .,.... 

co
.,.... 

o 
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Ml"fRA 
I 

KFMl?-015 
1,5 µF!±10% 

2000!VAC 
25/0$5/56 
NONiPCB 

� 

M12 

I 

·-�-

Ltd 

KFMP-015 
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PULSE CAPACITOR KFMP-015.1 

Application: 

Polypropylene capacitor is designed for protection of semiconductor diodes 

and thyristors in various service conditions. lt charakterizes low inductance, 

self-healing properties,reliable conduct. lt is intended applications of the 

d.c/ a.c voltage for suppress and filtering.

Technical data: 
Rated capacitance 
Rated tolerance 
Dissipation factor at f=1 kHz 
Rated voltage UN 
Rated d.c voltage U□c

Rated a.c voltage URMs

Rated current IN 
Permissible pulse load du/dt 
Electric strength: 

- between terminals Un

according to the table 
±10%;±5% 
ś 12x10-

4 

according to the table 
according to the table 
according to the table 
according to the table 
According to the table 

1,5 UN/2 s 
- between interconnected terminals and case Urc 2500 V /50 Hz/60 s 

Climatic category -25°C + +85°C
Casing AL with screw M8 
Terminations - solder or connectors. 

Dimensions: 

Caoacitance URMS 

µF V 

0.22 850 

0.47 850 

1 750 

2.2 750 

3.3 500 

Drawing: 

u. Uoc 1. du/dt Dimensions (mm) 

V V A V/µs 

1200 1700 16 800 

1200 1700 14 800 

1050 1500 12 600 

1050 1500 12 400 

700 1000 10 400 

� I 
I I 
I I 
I I 
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. 1-------- . -- . -- . -- . -------,- . I I I I I I I I 
L-----------------� 

L±2 

Ltd 
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25 

35 

45 

45 

35 
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72 

72 

72 

107 

107 

+io

99-300 Kutno; 3 Grunwaldzka St.
Poland

tel.lfax: +48 24 253 60 71
tel. +48 24 355 13 36

http://www.mitra.com.pl
e-mail: mitra@mitra.com.pl

A 

12 

12 

12 

12 

12 



PULSE CAPACITOR KFMP- 016 

Application: 

Capacitor is designed for the protection of semiconductor diodes and thyristors 
in various services conditions. Capacitor has ability for self-healing properties. 

Technical data: 

Rated capacitance 
Capacitance tolerance 

Dissipation factor ( tg8 ) at 1 kHz 
Rated a.c. voltage UN

Rated current I N 

Electric strength: 
- between terminals U

n

0,47µF 
±10% 
::;;12x10-

3 

2400V AC 

::;;10A 

1,25 UR.!10 s 

- between interconnected terminals and case U
rc 

2 x UJ 50 Hz/ 1 O s 

lnsulation resistance 
Permissible pulse load du/dt 
Climatic category 
Aluminium casing with screw M12 
Terminations -line LgY 
Permissible vibration 1 O -150 Hz 
Non PCB 
Weight 

�10
4 

Mn 
200 V/µs 
-40°C + +85°C

8g 

~ 0,6 kg 

Ltd 
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PULSE CAPACITOR 

Line 

1,5 mm2

lnsulatin 

sheath 

MltRA 
KFMP -016 

I 

0,47 µF ±10% 
2400VAC 

-40°C � +85°C

o 
T""" 

SH NON PCB 
I 

I 

080 

M12 

Ltd 

LO 
+I

o 
LO 
T""" 

(") 
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r-,... 

LO 
T""" 

KFMP- 016 
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